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Evaluation 

/

DN 8..25 

Range 0.9..150 l/min 

Media Aqueous media (others 
available on request) 

Pressure Max. 10 bar 
resistance 

Medium 0..60 °C 
temperature 

Materials PPS, stainless steel 

Metering of present value 

Totalisation 

Filling applications 

Consumption metering 

Dry-run protection 

Applications 
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Flow 

Programming with magnet ring: 
With the aid of the display and of the movable 
ring, numerous parameters can be conveniently 
set on the spot. 

   

    

   

      

     

 

           

 .(Kármán vortex, vortex effect)    
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Device overview 
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Output signal 

Signal LED 0.9..150 l/min 

0.9..150 l/min 

0.9..150 l/min 

0.9..150 l/min 

0.9..150 l/min 

0.9..150 l/min 

0.9..150 l/min 

0.9..150 l/min 

Signal LED 

Signal LED 

Signal LED 

Signal LED 

Signal LED 

Signal LED 

Graphic LCD 
illuminated 
transflective 

and signal LED 

Preset Counter with external reset facility, anti-complementary switching outputs and actual 
value display. 

Instantaneous value display with analog output, pulse output and volume totalizer. 

All LABO, FLEX, and OMNI parameters can be set or modified using the ECI-1 configurator. 

Errors and technical modifications reserved. 

OMNI  Tropical model Options 

Accessories 

Type ZV / ZE (Filter) 
KB.... (Round plug connector 4/5-pin) 
OMNI-TA (Panel meter) 
OMNI-remote 

Frequency 
(push-pull) 

Programmabl 
e F / F 

Transducer 
0..2 kHz 
Push-pull 

1 pulse per 
defined 
quantity 

Push-Pull 

0/4..20 mA 
or 

0..10 V 
or     

Frequency 
0..2 kHz 

1 x 
Push-Pul 

2 x 
Push-Pul 

1 x 
Push-Pull 

0/4..20 mA 
or 

0..10 V 

 

CF PN 10 0..60 °C 10..30 
V DC 

- 4 

LABO-CF-S PN 10 0..60 °C 10..30 
V DC 

- 6 

LABO-CF-I PN 10 0..60 °C 10..30 
V DC 

- 4..20 mA 10 

LABO-CF-U PN 10 0..60 °C 10..30 
V DC 

- 0..10 V 10 

LABO-CF-F PN 10 0..60 °C 10..30 
V DC 

- 10 

LABO-CF-C PN 10 0..60 °C 10..30 
V DC 

- 10 

FLEX-CF PN 10 0..60 °C 18..30 
V DC l 

13 

OMNI-CF PN 10 0..60 °C 18..30 
V DC l 

17 

Counter- 
OPTION-C 

21 

Counter- 
OPTION-C1 

24 

ECI-1 27 

28 
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